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TownsHIP 10 NORTH, RANGE 12 WEST, SaALT LAKE MERIDIAN, UTaH

The following field notes are those of the dependent resurvey cof a porticn
of the south boundary, a portion of the west boundary, and a portion of
the subdivisional lines in Township 10 North, Range 12 West, Salt Lake
Meridian, Utah.

History of Surveys

Surveyed by Retr. or Resurveyed by
SOUTH BOUNDARY
All E. Wilkes & C.S. Betts 1886
Portion R.K. Raugh 2006
EAST BOUNDARY
All E. Wilkes & C.S. Betts 1886
all C.P. Sylvester 1971
WEST BOUNDARY
All G.V.M. Boutelle 1875
All H. Fitzhugh 1884
NORTH BOUNDARY
All H. Fitzhugh 1883
All F.R. Chappell 1967
SUBDIVISION
All E. Wilkes & C.S., Betts 1886

The survey was executed in accordance with the specifications set forth in
the Manual of Surveying Instructions, 1973, and the Special Instructions
for Group No. 1032, dated December 13, 2006.

The direction of the lines was determined by references to true meridians,
established by Globkal Positioning System {GPS) utilizing Real-Time
Kinematic (RTK) techniques throughout the survey. The positional accuracy
of this survey complies with the Standards and Guidelines for Cadastral
Surveys Using Global Positioning System Methods, dated May 9, 2001,
Version 1.0. Trimble model 5700 GPS  receivers were used for field
collection. Cadastral Automated Plat Crafting (CAPD) software was the
primary software utilized for the project calculations.

Preliminary to the resurvey, the lines of the priocr surveys were retraced
and search was made for all corners and cther calls of record. Identified
cerners were remonumented in their original positions. Lost corners were
reestablished and remonumented at proportionate positions based on the
official record. The retracement data was thoroughly verified and only
the true line field notes are given herein.




TownNsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTan

Cadastral Control Network was derived from GPS static observatiens, post
processed by the National Geodetic Survey, Online Positioning User Service
(OPUS), utilizing Continuously Operating Reference Stations {(CORS) ;
HNSLVALLY_UT2004 CORS ARP, HILL72 UT2004 CORS ARP, and CNRSPRNGS_UT2004
CORS ARP.

The geographic position of the corner of sections 2, 3, 34, and 35 on the
south boundary of the township as determined by direct RTK methods from
the National Gecdetic Survey OPUS solution, is as follows:

Latitude: 41°327'30.300" N. Longitude: 113°11'27.405" W. N.A.D. 1983,
Network Accuracy = 0.200 meter at 95% confidence.
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
TownsHIP 10 NORTH, RaNGE 12 WEST, SALT LAKE MERIDIAN, UTan

Dependent Resurvey of a Portion of the South Boundary,
Township 10 North, Range 12 West, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
E. Wilkes & C.S. Betts in 1886

Beginning at the 1/4 section corner of sections 2 and 35, on
the south boundary of the township, monumented with a
limestone, 12 X 6 X 3 inches, firmly set, marked 1/4 on north
face.

At the corner point
Set an alumirum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum

cap marked:

TI1I0ONRI12 W

5 35
1/4
S 2
T9NRIZW
2007

Deposit the marked stone, alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

S. 89°43.3’ W., between sections 2 and 35.

Point for the corner of sections 2, 3, 34, and 35, at

proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T10 NR 12 W
S 34 S 35
S 3 s 2
T9NRIZW

2007

Set a steel fence post alongside the azluminum post.
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTHE BOUNDARY,
Townsuip 10 NORTH, RaNGe 12 WEST, SALT LAKE MERIDIAN, UTal

S. B9°43.3' W., between sections 3 and 34.

Foint for the 1/4 section corner of sections 3 and 34, at
propertionate distance, there is neo remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NRIZ W

5 34
1/4
S 3
TO9NRIZ W
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 3, 4, 33, and 34, monumented with an
unrecorded iron pipe, 2 inches diameter, with 2 1/2 inches
diameter iron cap marked, 3 4 33 34.

A wood post, 18 inches long, lies alongside, the iron pipe.

The iron pipe is accepted as the best available evidence of
the position of the original corner.

At corner peoint
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum
cap marked:
T10NR 12 W
S 33 S 34
5 4 5 3
T 9NRI1Z W
2007

Deposit the wood post inside the aluminum post and iron pipe,
inverted, alongside.

Set a steel fence post alongside the aluminum post.

Dependent Resurvey of a Portion of the West Boundary,
Township 10 North, Range 12 West, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by G.V.M. Boutelle
in 1875, and the Resurvey Executed by H. Fitzhugh in 1884




DEPENDENT RESURVEY OF & PORTION OF THE WEST BOUNDARY,
TowwsHip 10 NorRTH, RaNGE 12 WEST, SALT LAKE MERIDIZN, UTaH

CHAINS
From the corner of sections 25, 30, 31, and 36, on the west
boundary of the township, monumented with a wood post, 14 X 2
X 2 inches, projecting 6 inches above the ground; and a steel
fence post alongside.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:
T 10 N
RIZWR 12 W
5 25 S 30
S 36 3 31
2007
Deposit the wood post alongside the aluminum post.
N. 0°46.7' W., between sections 25 and 30.

39.721 Point for the 1/4 section corner of sections 25 and 30, at
proporticnate distance, from tLhis point, found a limestone out
of position and lying on the ground approximately 15 1links
distance, broken in two, 15 X 10 X 6 inches when put together,
no visible marks., A steel fence post bears N. 68° E., 270
links distance.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:
T 10 N
RI1I3IWR 12 W
1/4
S 25 S 30
2007
Deposit the broken stone alongside the aluminum post.
Set a steel fence post alongside the aluminum post.
79.442 Point for the corner of sections 19, 24, 25, and 30, at

proportionate distance, there is no remaining evidence of the
original corner. A steel fence post bears N. 72° E., 298 links
distance.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE WEST Bounpary,
TOWNSHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTan

T 10 N
RI1IZWRI12 W

S 24 5 19
3 25 S 30
2007

Set a steel fence post alongside the aluminum post.

N. 0°46.7" W., betwsen secticns 19 and 24.

Point for the 1/4 section corner of sections 19 and 24, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

T I0N
RIZWR 12 W
1/4

5 24 5 19
2007

Set a steel fence post alongside the aluminum post.

Point for the corner of sections 13, 18, 18, and 24, at
propertionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, Z 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap

marked:

T I0 N
RIZWRI1Z W

§ 13 S 18
S 24 5 19
2007

Set a steel fence post alongside the aluminum post.

N. 0°46.7" W., between sections 13 and 18.




CHAINS

39.721

79.442

39.945

DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
TownsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTaH

Point for the 1/4 section corner c¢f sections 13 and 18, at
proportionate distance, there is ne remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N
RIZIWR 12 w
1/4
S 13 5 18

2007
Set a steel fence post alongside the aluminum post.
The corner of sections 7, 12, 13, and 18, monumented with an
unrecorded iron pipe, 1 inen diameter, without ircon cap

dttached; and a steel fence post alongside.

The iron pipe 1ig accepted as the best available evidence of
the position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum
cap marked:
T 10 N
RIZWRI1Z2 W
512 g 7
s 13 S 18
2007

Deposit the iron pipe, inverted, alongside the aluminum post.

N. 0°19.4’ W., between sections 7 and 12,

Point for the 1/4 section corner ©f sections 7 and 12, at
proportionate distance, there iz no remaining evidence of the
criginal corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and alumipum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE WEST BOUNDARY,
TownsHIP 10 NORTH, RaNGE 12 WesST, SALT LaKE MERIDIEN, UTan

T 10 N
RIZWR 12 W
1/4
s 12 S 7

2007
Set a steel fence post alongside the aluminum post.
The corner of sections 1, 6, 7, and 12, monumented with an
unrecorded iron pipe, 1 inch diameter, with a 1 1/2 inches
diameter iron cap marked, 1 6 7 12, and steel fence post

alongside.

The iron pipe is accepted as the best available evidence of
the position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

2¢ inches in the ground, with magnet at base, and aluminum
cap marked:

2007

Deposit the iron pipe, inverted, alongside the aluminum post.

N. 1°23.9' E., between sections 1 and 6.
The 1/4 section corner of sections 1 and 6, monumented with a
basalt stene, 16 X 8 X 3 inches, firmly set, projecting 8
inches above the ground, marked 1/4 on west face.
At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:
T 10 N
RI3IWR 12 W
1/4
5118 6

2007
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DEPENDENT RESURVEY OF A PORTION COF THE WEST BounDary,
Townsui® 10 NoORTH, RaNGE 12 WEST, SALT LAKE MERIDIAN, UTaH

Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 1°55.0' w., beginning new measurement.

The corner of Townships 10 and 11 North, Ranges 12 and 13
West, monumented with an iron post, 2 1/2 inches diameter,
firmly set, projecting 6 inches above the ground, with brass
cap marked as described in the official record of the 1967
resurvey. Alongside the corner, an unrecorded iron pipe, 1
inch diameter, projecting 3 ft. above the ground, with 1 1/2
inches diameter iron cap marked, 1 & 31 36, and a steel fence
post.

Dependent Resurvey of a Portion of the Subdivisicnal Lines,
Township 10 North, Range 12 West, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
E. Wilkes & C.S. Betts in 1886

From the corner of sections 25, 26, 35, and 36, monumented
with a limestone, 15 X 8 X § inches, firmly set, marked with 1
notch on south and 1 notch on east edges.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 Inches in the ground, with magnet at base, and aluminum cap
marked:

TIONRI1Z W

S 26 5 25
S 35 5 36
2007

Set a steel fence post alongside the aluminum post.
N. 0°11.9’ W., between sections 25 and 26.

Point for the 1/4 section corner of sections 25 and 26, at
proportionate distance, there is no remaining evidence of the
criginal corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked;
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL Links,
Townsrip 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTan

T10NRI1Z2 W
1/4

3 26 S 25
2007

Set a steel Ffence post alongside the aluminum post.
The corner of sections 23, 24, 25, and 26, monumented with a
limestone, 12 ¥ 11 x 5 1inches, firmly set, marked with 2
notches on south and 1 notch on east edges. Alongside the
corner, an unrecorded iron pipe, 1 1/2 inches diameter, with 2
inches diameter iron cap marked, 23 24 25 2¢.
At the corner point
Set an aluminum post, 320 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and zluminum cap

marked:

T10NRI12 W

S 23 S 24
8 26 S 25
2007

Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 19, 24, 25, and 30, on the east
boundary of the township, monumented with an iron post, 2 1/2
inches diameter, firmly set, projecting 4 inches above the
ground, with brass cap marked as described in the official
record of the 1971 fesurvey; and a steel fence post alongside.

S. 89°25.4' W., between sections 24 and 25.

Point for the 1/4 section corner of sections 24 and 25, at
proportionate distance, there is no remaining evidence of the
original corner,

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISTONAL LINES,
TownsHIp 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTax

TI16NR 12 W
S 24

1/4
S 25
2007
Set a steel fence post alongside the aluminum post.

The corner of secticns 23, 24, 25, and 26.

N. 1°53.8’ W., between sections 23 and 24.

Point for the 1/4 section corner of sections 23 and 24, at
proportionate distance, there is no remaining evidence of the
original corner,

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

TI1I0NRI12 W
1/4

s 23 5 24
2007

Set a steel fence post alongside the aluminum post.
Pcint for the corner of sections 13, 14, 23, and 24, at
proportionate distance, there 1is no remaining evidence of the
original corner.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap

marked:

TI0ONR 12 W

S 14 S 13
S 23 5 24
2007

Set a steel fence post alongside the aluminum post.

From the corner of sections 13, 18, 19, and 24, on the east
boundary of the township, monumented with an iron post, 2 1/2
inches diameter, firmly set, in a mound of stone, 3 ft. base,
to top of brass cap marked as described in the official record
of the 1971 resurvey.
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DEPENDENT RESURVEY OF &2 PORTION OF THE SUBDIVISIONAL LINES,
TowNsnIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTaH

Set a steel fence post alongside the iron post.
8. 89°36.0' W., between sections 13 and 24.

Point for the 1/4 section cerner of sections 13 and 24, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

TI0NRIZ W
5 13

1/4
5 24
2007
Set a steel fence post alongside the aluminum post.

The corner of sections 13, 14, 23, and 24.

N. 2°07.4" W., between sections 13 and 14.

Point for the 1/4 section cornar of sections 13 and 14, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap

marked:

TI1I0NRIZ W
1/4

S 14 S 13
2007
Set a steel fence post alongside the aluminum post.
Point for the corner of sections 11, 12, 13, and 14, at
proportionate distance, there is no remaining evidence of the
original corner.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

24 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LIiNES,
TownsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTaH

T I0NR 12 W

S 11 S 12
5 14 5 13
2007

Set a steel fence post alongside the aluminum post.

From the corner of sections 7, 12, 13, and 18, on the east
boundary of the township, monumented with an iron post, 2 1/2
inches diameter, firmly set, prejecting £ inches above the
ground, with brass cap marked as described in the official
record of the 1971 resurvey; and a steel fence post alongside.

N. B9°33.4’ W., between sections 12 and 13.

Point for the 1/4 secticn corner of sections 12 and 13, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

TI0ONRI2 W
s 12

1/4
S 13
2007
Set a steel fence post alongside the aluminum post.

Raise a mound of stone, 3 ft. base, & inches high, west of
aluminum post.

The corner of sections 11, 12, 13, and 14.

N. 1°14.9’ E., between sections 11 and 12.

The 1/4 section corner of sections 11 and 12, monumented with
a limestone, 12 X 10 X 5 inches, firmly set, plainly marked
1/4 on west face.

At the corner point
Set an aluminum pest, 30 inches iong, 2 1/2 inches diameter,

26 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LinEs,
TowNsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTan

TI10NRI12 W
1/4

2007
Deposit the marked stone alongside the aluminum post.

Set a steel fence post aleongside the aluminum post.

N. 2°14.87 w._, beginning new measurement.

The corner of sections 1, 2, 11, and 12, monumented with a
limestone, 11 ¥ 9 X 5 inches, marked with 5 groocves on south
face and 1 notch on east edge.

At the corner point

Set an aluminum peost, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

TI1I0NRI1Z W

S 2 S 1
S 11 5 12
2007

Deposit the marked stone alongside the aluminum post.

Sel a steel fence pest alongside the aluminum post.

From the corner of sections 1, 6, 7, and 12, on the east
boundary of the township, monumented with an iron post, 2 1/2
inches diameter, firmly set, projecting 4 inches above fhe
ground, with brass cap marked as described in the official
record of the 1971 resurvey; and a steel fence post alongside.

N. 89°52.2' W., between sections 1 and 12.

Point for the 1/4 section corner of sections 1 and 12, at
proportionate distance, there is no remaining evidence of the
original ccrner.

Set an aluminum post, 30 inches leng, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISTONAL LINES,
TownsHIP 10 NorrH, RaNGe 12 Wrst, SALT LAKE MERIDIAN, UTAH

1/4
s 12
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 1, 2, 11, and 12.

N. 1°07.3' W., between sections 1 and 2.

Point for the 1/4
proporticnate distance,
original corner.

section corner of sections 1 and 2, at
there is no remaining evidence of the

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N R 12 W
1/4

S 251
2007

Set a steel fence post and a woocd stake alongside the aluminum
pest.

The corner of sections 1, 2, 35, and 36, on the north boundary
of the township, monumented with an iron post, 2 1/2 inches
diameter, firmly selt, projecting 8 inches above the ground,
with brass cap marked as described in the official record of
the 1967 resurvey. Alongside the corner, an unrecorded iron
pipe, 2 inches diameter, firmly set, projecting 1 inch above
the grecund, with iron cap marked, 1 2 35 36, and a steel fence
post.

From the corner of sections 2, 3, 34, and 35, on the south

boundary of the township, hereinbefore described.
N. 0°14.8’ W., between sections 34 and 35.

Point for the 1/4 section corner of sections 34 and 35, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
TownseIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTAX

T10NR 12 W
1/4

S 34 S 35
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 26, 27, 34, and 35, monumented with a
limestone, 15 ¥ 10 X 6 inches, firmly set, marked with 1
groove on south and 2 grooves on east faces. AZlongside the
corner, an unrecorded iron pipe, 1 1/2 inches diameter, with 2
inches diameter iron cap marked, 26 27 34 35.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N R 12 W

5 27 S 26
S 34 S 35
2007

Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 25, 26, 35, and 36.
8. B9°05.4’ W., between sectiocns 26 and 35.

The 1/4 section corner of sections 26 and 35, monumented with
a wood post, firmly set, projecting 12 inches above the
ground, with no visible marks.

At the corner point

Set an aluminum pcst, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N R 12 W
S 26
1/4
S 35
2007
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LinEs,
TownsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MerInTAN, UTaH

Deposit the wood post inside the aluminum post.

Set a steel fence post alongside the aluminum post.

S. 88°35.2' W., beginning new measurement.

The corner of sections 26, 27, 34, and 35.

N, 0°38.5’ W., between sections 26 and 27.

The 1/4 section corner of sections 26 and 27, monumented with
a limestone, 9 X 9 X 6 inches, firmly set, marked 1/4 on west
face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W
1/4

5 2715 26
2007
Deposit the marked stone alongside the aluminum post.

Set a steel fence post alengside the aluminum post.

N. 0°31.3"' W., beginning new measurement.

The corner of sections 22, 23, 26, and 27, monumented with a
conglcmerate stone, broken in two, 15 X 13 X 2 inches, when
put together, the bottom half is firmly set, the top half is
marked with 2 grooves on south face and 2 notches on east
edge. BRlongside the corner, an unrecorded iron pipe, 1 1/2
inches diameter, with 2 inches diameter iron cap marked, 22 23
26 27.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnet at base, and aluminum cap
marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL Lines,
TownsHip 10 NoORTH, RANGE 12 WEST, SaLT LAKE MERIDIAN, UTan

TIONRIZW

S 22 5 23
s 27 S 26
2007

Deposit the broken marked stone and iron pipe, inverted,
alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 23, 24, 25, and 26.
S. 87°14.6' W., between sections 23 and 26.

Foint for the 1/4 section corner of sections 23 and 26, at
proporticonate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

TI10NRI1Z W
S 23
1/4
S 26
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 22, 23, 26, and 27.

N. 1°53.3"' W., between sections 22 and 23.

Point for the 1/4 section corner of sections 22 and 23, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W
1/4

5 22 S 23
2007

Set a steel fence post alongside the aluminum post
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LiNES,
TOWNSHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MrRIDIAN, UTaH

The corner of sections 14, 15, 22, and 23, monumented with =
conglomerate stone, 12 X 10 X 2 inches, firmly set, marked
with 3 notches on scuth and 2 notches on east edges. Alongside
the corner, a 2 1inch «carsonite survey marker, and an
unrecorded iren pipe, 1 1/2 inches diameter, 17 inches long,
prejecting 7 inches above the ground, with a 2 inches diameter
iron cap marked, 14 15 22 23.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
25 inches in the ground, with magnet alt base, and aluminum cap

marked:

TIONRI1IZ W

S 15 S 14
S 22 S 23
2007

Deposit the marked stone and iron pipe, inverted, aleongside
the aluminum post.

From the corner of sections 13, 14, 23, and 24.
8. 87°59.2' W., between sections 14 and 23.

Point for the 1/4 section corner of sections 14 and 23, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NR 12 W
S 14
1/4
S 23
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 14, 15, 22, and 23.

N. 0°13.9"' W., between sections 14 and 15.

The 1/4 section cocrner of sections 14 and 15, monumented with
a conglomerate stone, 10 X 6 X 2 inches, firmly set, dimly
marked 1/4.
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At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap

marked:

TI10 N R 12 W
1/4

S15]8 14

2007

Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°48.8" W., beginning new measurement.

39.887 The corner of sections 10, 11, 14, and 15, monumented with an
unrecorded iron pipe, 1 1/2 inch diameter, projecting 3 inches
above the ground, with 2 inches diameter iron cap marked, 10 11
14 15,

The iron pipe 1s accepted as the best available evidence of
the position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum
cap marked:
T 10N R 12 W
3 10| s 11
S 1515 14
2007

Deposit the iron pipe, inverted, alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 12, 12, 13, and 14.

S. BB°44.1' W., between sections 11 and 14.




CHAINS

38.796

77.592

39,953

79.906
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TownsHIP 10 NORTH, RANGE 12 WEST, SALT LAKE MERIDIAN, UTaH

Point for the 1/4 section corner of sections 11 and 14, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

1/4
S 14
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 10, 11, 14, and 15.

N. 0°40.7' W., between sections 10 and 1%.

Point for the 1/4 section corner of sections 10 and 11, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
29 inches in the ground, with magnet at base, and aluminum cap

marked:

TI1I0NRI12Z W
1/4

5108 11
2007

Set a steel fence post alongside the aluminum post.
Corner is located on the south side of a NW-SE dirt road.
The corner of sections 2, 3, 10, and 11, monumented with a
limestone, 12 X 6 X 5 inches, dimly marked with 5 notches on
south edge. Alongside the corner, an unrecorded iron pipe, 1
1/2 inches diameter, with 2 inches diameter iron cap marked, 2
3 10 11.
At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

38.907

77.814

40.188
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TI1I0ONRIZW

2007

Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 1, 2, 11, and 12.

8. B9°04.8" W., between sections 2 and 11.

Point for the 1/4 section corner of sections 2 and 11, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnet at base, and aluminum cap
marked:

1/4

s 11
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 2, 3, 10, and 11.

From the corner of sections 3, 4, 33, and 34, on the south
boundary of the township, hereinbefore described.

N. 0°45.7' W., between sections 33 and 34.

Pcint for the 1/4 section corner of secticns 33 and 34, at
preporticnate distance, there 1s no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

80.376

40.827
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T 10 NR 12 W
1/4

S 33 S 34
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 27, 28, 33, and 34, monumented with an
unrecorded iron pipe, 2 inches diameter, projecting 3 inches
above the ground, with 2 1/2 inches diameter iron cap marked,

27 28 33 34.

The iron pipe is accepted as the best available evidence of
the position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum
cap marked:
TICNRI1Z W
5 28|58 27
8 33 IS 34
2007

Deposit the iron pipe, inverted, alongside the aluminum post.

Set a steel fence post zlongside the aluminum post.

From the corner of sections 26, 27, 34, and 35.
S. 89°31.7' W., between sections 27 and 34.

Point for the 1/4 section corner of sections 27 and 34, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches leong, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NR 12 W
5 27
1/4
S 34
2007

Set a steel fence post alongside the aluminum post.




CHAINS

81.654

40.028

80.056
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The corner of sections 27, 28, 33, and 34.

N. 0°38.3’ W., between sections 27 and 28.

Point for the 1/4 section corner of sections 27 and 28, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

TIONRIZ W
1/4

S 28 S 27
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 21, 22, 27, and 28, monumented with an
unrecorded iron pipe, 1 inch diameter, with a 1 1/2 inches

diameter iron cap marked, 21 22 27 28.

The iron pipe is accepted as the best available evidence of
the position of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum
cap marked:
TI1I0ONRIZW
5 21| s 22
S 2818 27
2007

Deposit the iron pipe, inverted, alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 22, 23, 26, and 27.

5. 89°36.3"' W., between sections 22 and 27.




CHAINS

40.857

81.714

398.505

79.010
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Point for the 1/4 section corner of sections 22 and 27, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the grcund, with magnet at base, and aluminum cap
marked:

T 10O NRI1Z2 W
S 22

1/4
s 27
2007

Set a steel fence post alongside the aluminum post.

The corner of secticns 21, 22, 27, and 28.

N. 0°45.6’ W., between sections 21 and 22.

Point for the 1/4 section corner of sections 21 and 22, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

TI10NRI1ZW
1/4

s 21 5 22
2007
Set a steel fence post alongside the aluminum post.

The corner of sections 15, 16, 21, and 22, monumented with a
limestone, 18 X 10 X 3 inches, firmly set, marked with 3
notches on south and 3 notches on east edges, with a mound of
stone, 3 ft. base, 2 ft. high, south of ccrner. Alongside the
corner, a 2 inch carsonite survey marker, a rebar, 1/2 inch
diameter, 20 inches long, projecting 6 inches above the ground
with plastic cap marked "“BOX ELDER CO SURVEYCOR”, and an iron
pipe, 1 inch diameter, 44 inches long, with a 1 1/2 inches
diameter iron cap marked, 15 16 21 22.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

25 inches in the ground, with magnet at base, and aluminum cap
marked:
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T 10 N R 12 W
S 16 s 15
S 21 5 22
2007
Deposit the marked stone, rebar and iron pipe, inverted,
alongside the aluminum post.
From the corner of sections 14, 15, 22, and 23.
8. 88°40.0’ W., between sections 15 and 22.
40.058 Point for the 1/4 section corner of sections 15 and 22, at

propertionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

24 inches in the ground, with magnet at base, and aluminum cap
marked:

1/4

s 22
2007

Set a steel fence post alongside the aluminum post.

80.11¢ The corner of sections 15, 16, 21, and 22.

From the corner of sections 10, 11, 14, and 15,
8. 88°01.1' W., between sections 10 and 15.

41.068 Point for the 1/4 section corner of sections 10 and 15, at
proportionate distance, there is no remaining evidence of the
criginal corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

28 inches in the ground, with magnet at base, and aluminum cap
marked:

5 1%
2007

Set a steel fence post alongside the aluminum post.




CHAINS

82.136

40.829

81.658
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The corner of sections 9, 10, 15, and 16, menumented with an
unrecorded iron pipe, 1 inch diameter, projecting 32 inches
above the ground, with a 1 1/2 inches diameter iron cap
marked, 9 10 15 16, and a2 limestone, 16 X 10 X 6 inches, dimly
marked and depcsited alongside.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum
cap marked:
T 10N R 12 W
5 9 |S 10
S 16ls 15
2007

Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°42.4" W., between sections 9 and 10.

Point for the 1/4 section corner of sections 9 and 10, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NR 12 W
1/4

S 9 S 10
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 3, 4, 9, and 10, monumented with a
limestone, 12 X 8 X 5 inches, firmly set, marked with 5
notches on south and 3 notches on east edges. Alongside the
corner, an unrecorded iron pipe, 3/4 inch diameter, 3 Fft.
iong, projecting 2 ft., above the ground, with a 1 inch

diameter iron cap marked, 3 4 9 10.

At the corner point




CHAINS

41.068

82.136

40.483

28

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LinEs,
TownsHIP 10 NORTH, RaNce 12 WEST, SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
25 inches in the ground, with magnet at base, and aluminum cap
marked:

TI1I0ONRI12 W

S 4 S 3
5 9 S 10
2007

Deposit the marked stone and ircon pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 2, 3, 10, and 11.
8. 89°14.4’ W., between sections 3 and 10.

Peint for the 1/4 secticn corner of sections 3 and 10, at
proportionate distance, there is no remaining evidence cf the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

1/4
S 10
2007

Set a steel fence post alongside the aluminum post.

Corner is located approximately 45 links south of a NE-SW dirt
road.

The corner of sectiens 3, 4, 9, and 10.

N. 1°27.6’ W., between sections 3 and 4.

The 1/4 section corner of sections 3 and 4, monumented with a
limestone, 11 X 9 X 5 inches, firmly set, marked 1/4 on west
face.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

28 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

358.997

40.046

80.092
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TIONRIZ W
1/4

54183
2007
Deposit the marked stone alongside the aluminum post,

Set a steel fence post alongside the aluminum post.

N. 1°13.4" W., beginning new measurement.

The corner of sections 3, 4, 33, and 34, on the north boundary
of the township, monumented with an iron pest, 2 1/2 inches
diameter, projecting 12 inches above the ground, in a mound of
stone, with brass cap marked as described in the official
record of the 1967 resurvey.

Set a steel fence post alongside the iron post.

Corner is located on north edge of rim.

From the corner of secticns 27, 28, 33, and 34,
8. 89°49.1' W., between sections 28 and 33.

Point for the 1/4 section corner of sections 28 and 33, at
proportiocnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N R 12 W
1/4
5 33
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 28, 29, 32, and 33, monumented with an
unrecorded iron pipe, 1 inch diameter, with a 1 1/2 inches

diameter iron cap marked, 28 29 32 33.

The iron pipe is accepted as the best available evidence of
the position of the original corner.

AL the corner point




CHAINS

40,429

40.306
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Set an aluminum peost, 30 inches leng, 2 1i/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum
cap marked:
T IO NR 12 W
S 29 ‘S 28
5 3218 33
2007

Deposit the iron pipe, inverted, alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°29.5' W., between sections 28 and 29.

The 1/4 section corner of sections 28 and 2%, monumented with
a limestone, 11 X 8§ X 4 inches, firmly set, projecting 2
inches above the ground, marked 1/4 on west face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum

cap marked:

T 10 NRI12 W
1/4

S 2% |8 28
2007
Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°28.9" W., beginning new measurement,

The corner of sections 20, 21, 28, and 29, monumented with a
limestone, broken in twe, 12 X 8 X 6 inches, when put
together, the bottom half is firmly set, marked with 4 notches
on  east edge. Alongside the corner, a rebar, 5/8 inch
diameter, with vyellow plastic cap marked “BOX ELDER CO
SURVEYOR”, and an unrecorded iron pipe, 1 inch diameter, with
1 1/2 inches diameter iron cap marked, 20 21 28 29.

At the corner point




CHAINS

39.935

79.870

39.765
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Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NR 12 W

S 20 S 21
S 29 S 28
2007

Deposit the broken marked stone, rebar, and ircon pipe,
inverted, alcngside the aluminum post.

Set a steel fence post alongside the aluminum post.

From the corner of sections 21, 22, 27, and 28,

N. 89°41.7' W., between sections 21 and 28.

Point for the 1/4 section corner of sections 21 and 28, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

T10NR 12 W
5 21
1/4
5 28
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 20, 21, 28, and 29.

N. 0°45.9’ W., between sections 20 and 21.

Point for the 1/4 section corner of sections 20 and 21, =at
propertionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

79.530
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T1I0ONRIIZW
1/4

S 20 S 21
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 16, 17, 20, and 21, monumented with a
limestone, 9 X 4 X 3 inches, firmly set, marked with 3 notches
on scuth and 4 notches on east edges. Alongside the corner, an
unrecorded iron pipe, 1 inch diameter, 4.5 ft. long,

projecting 24 inches above the ground, with a 1 1/2 ineh
diameter iron cap marked, 16 17 20 21.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

TIONRI1IZ W

S 17 S 16
S 20 s 21
2007

Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.,

From the corner of sections 8, 9, 16, and 17, monumented with
a sandstone, 10 X 5 X 2 inches, plainly marked with 4 notches
on south and 4 notches on east edges. Alongside the corner, an
unrecorded iron pipe, 3/4 inch diameter, firmly set,
projecting 2 ft. above the ground, with a 1 1/2 inches
diameter iron cap marked, 8 9 16 17.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum

cap marked:

T10 NR 12 W




CHAINS

39.682

79.364
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Deposit the marked stone and iron pipe, inverted, alongside
the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°09.3’ W., between sections § and 9.

Point for the 1/4 section corner of sections 8 and 9, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches leng, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W
1/4

588 9
2007
Set a steel fence post alongside the aluminum post.
The corner of sections 4, 5, 8, and 9, monumented with an
unrecorded iron pipe, 1 inch diameter, with a 1 1/2 inches

diameter iron cap marked, 4 5 8 9.

The iron pipe is accepted as the best available evidence of
the positicon of the original corner.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum

cap marked:

T 10 N R 12 W

Deposit the iron pipe, inverted, alongside the aluminum post.

Set a steel fence post alengside the aluminum post.

From the corner of sections 3, 4, 9, and 10.

S. B9°48.7" W., between sections 4 and 9.




CHAINS

38.479

76.958

41.436

80.583
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Point for the 1/4 section corner of sections 4 and 9, at
proportionate distance, there is no remaining evidence of the
criginal corner.

Set an aluminum post, 30 inches leng, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:
T 10 N R 12 W
S 4
1/4
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 4, 5, 8, and 9.

N. 3°22.5’ W., betwean sections 4 and 5.

Point for the 1/4 section corner of secticns 4 and 5, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NRI1Z W
1/4

S5 s 4
2007
Set a steel fence post aleongside the aluminum post.
The corner of sections 4, 5, 32, and 33, on the ncrth boundary
of the ftownship, monumented with an iron post, 2 1/2 inches
diameter, firmly set, projecting 10 inches above the ground,

with brass cap marked as described in the official record of
the 1967 resurvey; and a steel fence post alcngside.

From the corner of sections 5, 6, 31, and 32, on the south
boundary of the township, monumented with an aluminum post, 2
1/2 inches diameter, firmly set, projecting 4 inches above the
ground, with aluminum cap marked as described in the official
record of the 2006 resurvey; and a steel fence post alongside.

N. 1°54.2' W., between sections 31 and 32.




CHAINS

40.154

80.308

41.162

82.324

40.928

81.856
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Point for the 1/4 section corner of sections 31 and 32, at
proporticnate distance, there is no remaining evidence of the
original corner, not monumented.

Point for the corner of sections 29, 30, 31, and 32, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameier,
28 inches in the grcund, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W

5 30 S 29
s 31 S 32
2007

Set a steel fence post alongside the aluminum post.

From the corner of sections 28, 29, 32, and 233.

N. B9°45.9' W., between sections 29 and 32.

Point for the 1/4 section corner of sections 29 and 32, at
proportionate distance, there is no remaining evidence of the

original corner, not monumented.

The corner of sections 29, 30, 31, and 32.

8. 89°35.6' W., between sections 30 and 31.

Pecint for the 1/4 section corner of sections 30 and 31, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

S 30

s 31
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 25, 30, 31, and 36, on the wast
boundary of the township, hereinbefore described.




CHATNS

40.132

80.264

40.286
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From the corner of sections 29, 30, 31, and 32.
N. 0°10.9’ W., between sections 29 and 30.

Point for the 1/4 section corner of secticns 29 and 30, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 NR 12 W
1/4

5 30 s 29
2007

Set a steel fence post alongside the aluminum post.

Point for the corner of sections 19, 20, 29, and 30, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W

S 19 S 20
S 30 S 29
2007

Set a steel fence post alongside the aluminum post.

From the ccrner of sections 20, 21, 28, and 29,

8. B89°33.4' W., between sections 20 and 29.

The 1/4 section corner of sections 20 and 29, monumented with
a wood post, 18 X 2 ¥X 2 inches, firmly set, projecting 6
inches above the ground, with no visible marks.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

41.58%

41.285

82.673

40.218
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S 29
2007

Deposit the wood post inside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 89°45.1¢ W., beginning new measurement.

The corner of sections 19, 20, 29, and 30.

8. 89°01.4’ W., between sections 19 and 30.

Foint for the 1/4 section corner of sections 19 and 30, at
proportionate distance, there is no remaining evidence of the
original cerner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
28 inches in the ground, with magnet at base, and aluminum cap
marked:

TI1I0ONRIZ W
S 19
1/4
s 30
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 19, 24, 25, and 30, on the west
boundary of the township, hereinbefore described.

From the corner of sections 19, 20, 29, and 30.

N. 3°45.4' W., between sections 19 and 20.

Point for the 1/4 section corner of sections 19 and 20, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and alvminum cap
marked:




CHAINS

80.436

43.034

B6.068
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TI10NR 12 W
1/4

8 19 S 20
2007

Set a steel fence pest alongside the aluminum post.
The corner of secticns 17, 18, 19, and 20, monumented with a
basalt stone, 18 X 14 X 6 inches, firmly set, projecting 4
inches above the ground, dimly marked with 3 notches on south
and > notches on east edges; and a steel fence post alongside.
At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap

marked:

T 10 NR 12 W

5 18 S 17
5 19 S 20
2007

Deposit the marked stone alongside the aluminum post.

From the corner of sections 16, 17, 20, and 21.
N. B9°35.7' W., between sections 17 and 20.

Point for the 1/4 section corner of sections 17 and 20, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
26 inches in the ground, with magnet at base, and aluminum cap
marked:

5 20
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 17, 18, 19, and 20.

8. 89°02.2' W., between sections 18 and 19.




CHAINS

40.505

37.986

40.616
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The 1/4 section corner of sections 18 and 19, monumented with
a basalt stone, 12 X 8§ X 8 inches, firmly set, projecting 6
inches above the ground, marked 1/4 on NW face.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

20 inches in the ground to bedrock, with magnet at base, and
aluminum cap marked:

S 18
1/4

319

2007

Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

8. 87°39.3’ W., beginning new measurement.

The corner of sections 13, 18, 19, and 24, on the west
boundary of the township, hereinbefore described.

From the corner of sections 17, 18, 19, and 20.

N. 1°17.3" E., between sections 17 and 18.

The 1/4 section corner of sections 17 and 18, monumented with
a limestone, 10 X 8 X 6 inches, firmly set, projecting 6
inches above the ground, marked 1/4 on west face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
Z6 inches in the ground, with magnet at base, and aluminum

cap marked:

TIONRI1Z W
1/4

5 1815 17
2007
Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.




CHAINS

40.514

41.537

83.074
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N. 1°59.6’ E., beginning new measurement.

The corner of sections 7, 8, 17, and 18, monumented with a
basalt stone, 18 X 10 X 8 inches, firmly set, projecting 4
inches above the ground, marked with 4 notches on scuth and 5
notches on east edges.

At the corner point
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at bzse, and aluminum cap

marked:

T 10 NR 12 W

s 7 S 8
S 18 s 17
2007

Deposit the marked stone alongside the aluminun post.
Set a steel fence post alongside the aluminum post.

The centerline of a NE-SW gravel road bears south 25.8 links
distance.

Frcm the corner of sections 8§, 9, 16, and 17.

N. 89°09.2' W., between sections 8 and 17.

Point for the 1/4 section corner of sectiocns 8 and 17, at
proporticnate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

24 inches in the ground, with magnet at base, and aluminum cap
marked:

S 17
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 7, 8, 17, and 18.

8. B7°16.5' W., between sections 7 and 18.




CHAINS

40.787

81.930

39.946

40.122
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Point for the 1/4 section corner of sections 7 and 18, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 3C inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

1/4
S 18
2007

Set a steel fence post alongside the aluminum post.

The corner of sections 7, 12, 13, and 18, on the west boundary
of the township, hereinbefore described.

From the corner of sections 7, 8, 17, and 18.

N. 0°23,0’ W., between sections 7 and 8.

The 1/4 section corner of secticns 7 and 8, monumented with a
basalt stone, 8 X 7 X 4 inches, firmly set, projecting 4
inches above the ground, marked 1/4 on west face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum

cap marked:

T10N R 12 W
1/4

S 7188
2007
Deposit the marked stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 0°30.0’ E., beginning new measurement.

The corner of sections 5, 6, 7, and 8, monumented with a
basalt stone, 14 X 12 X 6 inches, firmly set, projecting 5
inches above the ground, dimly marked with 5 notches on south
and 5 notches on east edges.

At the corner point
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CHAINS
Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:

T 10 N R 12 W
S 6 S 5
S 7 5 8
2007

Deposit the marked stone alongside the aluminum post.
Set a steel fence post alongside the aluminum post.
From the corner of sections 4, 5, 8, and 9.
N. 88°39.8’ W., between sections 5 and 8.

41.386 Point for the 1/4 section corner of sections 5 and 8, at
propertionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:
T 10 N R 12 W
S5
1/4
58
2007
Set a steel fence post alongside the aluminum post.
Corner is located in thick greasewood.
82.772 The corner of sections 5, 6, 7, and 8.
8. 87°10.2' W., between sections 6 and 7.
41.226 Point for the 1/4 section corner of sections 6 ard 7, at

proportionate distance, there is no remaining evidence of the
criginal corner.

Set an aluminum post, 30 inches leng, 2 1/2 inches diameter,
24 inches in the ground, with magnet at base, and aluminum cap
marked:




CHAINS

82.452

40.323

78.277
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1/4

Set a steel fence post alongside the aluminum post.

The corner of sections 1, 6, 7, and 12, on the west boundary
of the township, hercinbefore described.

From the corner of sections 5, 6, 7, and 8.
N. 1°27.3' W., between sections 5 and §.

Point for the 1/4 section corner of sections & and 6, at
proportionate distance, there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
10 inches in the ground to bedrock, with magnet at base, in a
mound cf stone, 5 ft. base, to top of aluminum cap marked:

T 10 N R 12 W
1/4

S 6 55
2007
Set a steel fence post alengside the aluminum post.

The corner cf sections 5, 6, 31, and 32, on the north boundary
of the township, monumented with an iron post, 2 1/2 inches
diameter, firmly set, projecting 8 inches above a mound of
stone, 3 ft. base, & inches high, with brass cap marked as
described in the official record of the 1967 resurvey; and a
steel fence post alongside.
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